Serial No. Not Yet Assigned 
Atty. Doc. No. 2004P06237WOUS 

Amendments to the Abstract: 

In the English translation document, please add the abstract at page 15 line 1, as follows: 
-ABSTRACT 

A method and a computer for configuration of a communication node, by means of a 
communications application, installed on a computer are provided. Selectable instructions are 
thus displayed on a graphical user surface. At least one user address is represented by an 
element which may be moved on the graphical user surface, and the element is marked by a 
selection means, moved to a selected displayed instmction and opened. The communication 
address represented by the element is thus linked to the selected instruction and the 
communication node is configured by the communication application, whereby an operational 
command is generated by the communication application, using the communication address and 
the instruction associated therewith, which is transmitted to the communication node and used 
for configuration thereof. 

A clean copy of the Abstract that incorporates the above amendments is provided 
herewith on a separate page. 
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ABSTRACT 

A method and a computer for configuration of a communication node, by means of a 
communications application, installed on a computer are provided. Selectable 
instructions are thus displayed on a graphical user surface. At least one user address is 
represented by an element which may be moved on the graphical user surface, and the 
element is marked by a selection means, moved to a selected displayed instruction and 
opened. The communication address represented by the element is thus linked to the 
selected instruction and the communication node is configured by the communication 
application, whereby an operational command is generated by the communication 
application, using the communication address and the instruction associated therewith, 
which is transmitted to the communication node and used for configuration thereof. 



